
 540 TV Lines

 1/3" Sony Color CCD

 Lens: 3.6mm / F2.0

 24pcs IR LED ( Distance 20m)

 0 Lux (IR LED On)

 3 Axis Bracket

 AGC / AES

 IP66 WeatherProof
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Model 8CM-A1CE24NSHL540

Image Sensor 1/3" Sony Color CCD

Pixels NTSC: 811(H) x 508(V) / PAL: 795(H) x 596(V)

Horizontal Resolution 540 TV Line

Lens 3.6mm / F2.0

S/N Ratio ≥48dB (AGC Off)

Scanning System 2:1 Interlace

Minimum Illumination 0 Lux ( LED On)

IR Distance 20 Meters ( Ø5 x 24 PCS IR LED)

Sync System Internal, Negative Sync.

Electronic Shutter Time (Auto) NTSC: 1/60~1/100,000 Sec

Gamma Correction 0.45

Auto Gain Control Yes

Video Out Composite Signal (1.0Vp-p, 75Ω)

Water Resistance IP66

Power Source DC12V 500mA

Dimension 69(W) x 67(H) x 126(D) mm

Weight 700g

Storage Temperature -30°C ~ 60°C RH95% Max

Operation Temperature -10°C ~ 45°C RH95% Max

A1 540TV Line 1/3” Sony Color CCD
Mini Bullet Outdoor Camera


